Handicap Accessibility Code Exam

Name: 


             





               Date:

1. The center of a water closet shall be _____________ from a side-wall or partition 

2. In bathrooms having six or more water closets and a larger stall width than 36”, the water 

       closet must be ____________________ in the stall

3. Minimum toilet seat height from the floor is ______________

4. Maximum toilet seat height from the floor is ______________

5. Contoured type seat are measure from the forward ______________ portion of the seat

6. Spring loaded type toilet seat that returns to the vertical position is _____________________

7. Flush valve serving a water closet shall be installed with the handle on the _____________ of a stall

8. The wide side of a stall when the water closet is centered in a stall is considered the side of 

      the stall that does not have _______________.

9. In bathrooms having six or more water closets and a stall larger than 36”, the flush valve 

      handle can be located on the ________________________ side

10. Flush valve serving a water closet shall be installed with the handle being ______ maximum from the finished floor

11. Manual flush valve serving a toilet shall operate with a maximum of _______ pounds of force

12. Lavatory rim height shall be __________ minimum from finished floor

13. Lavatory rim height shall be __________ maximum from finished floor

14. Knee clearance from the front underside of a lavatory from finished floor is _______ minimum

15. Minimum distance of a lavatory from a wall to the front side is _______

16. Minimum space on both sides of the center of a lavatory is ________

17. Minimum total clear space for a lavatory is _________

18. Minimum space for an occupant to approach a lavatory if _________

19. The 48”  minimum approach clearance may include ________ maximum under the lavatory

20. The 48” minimum approach clearance may protrude into another designated route leading to other fixtures

True ________

False _________

21. Lavatory drains and water piping shall not interfere with the ___________________

22. Hot water piping and drain below a lavatory must be covered with __________________ or be installed behind with a protective skirt (baffle) that does not conduct heat

23. The protective skirt (baffle) covering lavatory drain and water piping shall have a minimum toe 

      space of __________ from the finished floor 

24. The toe space measured from lowest the portion of the skirt near the finished floor shall not 

      exceed __________  from wall

25. The protective skirt shall not interfere with the lavatory _________________

26. Either protective measure for lavatory piping shall not be installed or constructed that has 

       _________________ or _________________ surfaces or edges

27. Lavatory faucet may be controlled with ___________________, ___________________, or 

       _________________ handles 

28. Lavatory faucet may be _____________________ or _____________________type

29. All self-closing lavatory faucets shall allow water to flow for at least ____________________

30. Manual lavatory faucet types shall not require more than ______________ of force to operate

31. Lavatory handle design shall not require the user to ________________, ______________ or 

       ___________________ to operate the faucet

32. Urinal rim height from the finished floor is _____________ maximum

33. Urinal rim from the wall to the front of the fixture minimum distance is _____________

34. Minimum space on each side of the center of a urinal is _________________

35. Minimum total clear space for a urinal is 30” (15” + 15” = 30”)

36. EXCEPTION to # 34 & 35: If privacy screens are utilized and do not extend past the urinal rim, the total clear space measured from the inside of both privacy screens can be 

      ____________minimum

37. The total clear floor space measured from the back wall shall be _____________ minimum and allow for front access to the urinal

38. The ___________ minimum front access total floor space may intrude designated routes to other fixtures 

39. Flush valve handle serving a urinal must be ____________ maximum above finished floor

40. Manual control type flush valve serving a urinal must activate with a maximum _________ force

41. All codes pertaining to sinks are typical for lavatory codes, except, the maximum sink bowl 

      depth is __________ (there is no mention of maximum lavatory bowl depth in the code book)

42. There are two types of shower design and are: ___________ Type and _____________ Type

43. All plumbing related codes are typical except for the wall a faucet and showerhead can be located. Below are the differences between the two shower design types.

a) Transfer Type: Faucet must be located in the ______________________ opposing the seat 

b) Transfer Type: Hand held shower spray unit must be located in the center of the _________                   

                              wall that the shower faucet is located

c) Roll - In Type: Faucet can be located on any of the three walls provided it does not 

                             have _______________

d) Roll - In Type: Faucet in a roll-in shower having a seat must be installed on the back wall           

                            (longest wall of a rectangular shape shower) and be located a maximum of    

                             __________ from the corner of the shower the seat is located

e) Roll -In Type: Hand held shower spray unit shall not be installed more than _________from 

the corner of a shower if the faucet is installed on the back wall (longest wall of   

a rectangular shape shower)

f ) Roll ​-In Type: If the hand held shower spray unit is installed on the back wall, the faucet must 

                            be installed within the ______ maximum distance from the corner of the shower

44. Shower faucet shall be installed at a minimum of ________ and a maximum of _______ above the finished shower floor

45. Shower faucet must be located _________________ of the seat for transfer type showers

46. Shower faucet must  be a _______________ handle type only

47. Shower handle must operate with a maximum of _____________ of force

48. Hand held shower spray unit _______________ provided

49. EXCEPTION to # 48: In an area subjected to vandalism, a fixed shower head may be installed at ___________ above the finished floor in place of the hand held shower spray unit

50. Hand held shower spray unit must have a flexible hose that is a minimum of ______ in length 

51. Hand held shower spray unit must also serve as a fixed shower head

True ___________

False ___________

52. Bathtub faucet shall be _____________ type only

53. Bathtub faucet shall be located on the ___________side of the fixture 

54. Bathtub faucet shall be installed _____________ the grab bar and above the rim of the fixture 

55. Bathtub faucet must operate with a maximum of __________________ of force

56. Bathtub must be provided with a hand ________________________________and is typical to shower codes

57. Drinking fountain spout must be located in the __________________of the fixture

58. Drinking fountain with and oval or round design must have the spout within ________ of the front edge of the fixture

59. Drinking fountain water stream shall rise vertically a minimum of ____________

60. Drinking fountain spout shall not exceed ____________ above finished floor

61. Drinking fountain percentage of handicap / non-handicap ratio is __________ if the required amount per floor is greater than one

62. If only one drinking fountain is required, a dual type (high - low) fixture has to be installed serving as a handicap drinking fountain and a standard type drinking fountain 

True ______________


False _____________

63. A dual type (high – low) drinking fountain can be of a manufactured type or two separate drinking fountains installed at different elevations provided one complies with handicap regulations

True _______________


False ______________

64. The 50% ratio shall not be distributed evenly throughout the building along with non-handicap drinking fountains

True ______________


False ______________

65. If the total drinking fountains required is an odd amount, the __________% handicap ratio is 

      calculated from the lowest _______________ number below the required amount

66. Minimum clear space on each side of center for a drinking fountain is _______________

67. Minimum total clear space for a drinking fountain is ______________________
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