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1. All multiple meter installations shall be identified as per the designated dwelling location.

True __________

False__________

2. Low pressure piping on the outlet side of a meter that is located within ________ feet of the 

      exterior of the building shall be installed with a minimum of ___________” pipe size.

3. Low pressure piping on the outlet side of a meter that is located greater than _______ feet 

      from the exterior of a building shall be a minimum of ____________” pipe size.

4. Copper tubing used in the installation of a piping system shall be Type ______ or Type _____

5. Unless approved by proper authority, plastic piping may only be used for installations outside a building and buried below ground unless approved.

True ___________

False ___________

6. Copper piping buried below ground shall be __________ with alloys that do not contain 

      phosphorous and have a melting point greater than __________ degrees Fahrenheit.

7. Copper tubing installed above ground and inside a building can be connected with the use of 

      a brass _____________ fitting.

8. Fittings installed in a threaded steel piping system shall be _________________ or steel.

9. Fittings installed in a copper piping system shall be copper or ___________________

10. Fittings installed in steel piping system 4” and greater can be ____________________

11. Welding is acceptable on steel piping systems.

True ______________


False_____________

12. Threading of plastic piping is not allowed.

True ______________


False _____________

13. Dissimilar plastic piping or fittings can not be solvent welded (glued).

True ______________


False _____________

14. Connecting plastic and metallic piping must be performed on the ____________ of a building 

       and __________________ ground.

15. _________________ resistant coating shall be applied on a steel piping systems if the possibility of contact with corrosive materials or soil is present.

16. Used material shall be cleaned, inspected and found to be ___________to new products.

17. All pipe compounds used to connect pipe and fittings shall be suitable for the use of _____

      _________________________________________

18. Only _______________ threads shall be coated with pipe compound.

19. ______________________ shall not be used for the reduction of pipe size.

20. All piping installed below ground and penetrating a building through a foundation wall 

shall be _________________________

21. All foundation wall sleeves shall be sealed on the ___________ to prevent the entry of water.

22. Piping installed __________ ground and __________ a building shall be encased in a sleeve.

23. Sleeves used for interior below ground piping shall be ____________________ sealed at the above ground entry point.

24. Sleeves used for interior below ground piping shall be installed with the below ground portion 

      penetrating at least _______” from the outside of the building.

25. Sleeves used for interior below ground piping shall be installed with a ___________and 

       ______________ to prevent the possibility of water infiltration.

26. Unless otherwise permitted by an administrative authority, no piping system shall be installed 

      in __________ concrete floors.

27. Piping installed in a vertical position shall be supported at ____________________ height.

28. Isolation valves should be installed in an _________________ location.

29. Isolation valves shall not be installed in a ____________________ plenum.

30. All future connections shall be secured with a __________________ or _________________

31. All piping serving appliances or equipment must penetrate a wall or ceiling at least 

       _________” beyond the threaded pipe length and _______” above a floor or outside patio.

32. All appliance and equipment valves and devices must be located in the ________________ as the connecting item.

33. All branch outlet connections from a main supply pipe must be _____________ when the branch size is not yet known.

34. No branch connection shall be piped from the ________________ of a main pipe unless the gas is undiluted LPG or other confirmed dry gas.

35. Gas piping shall not be installed in the same trench as sewer, drainage or ______________ unless approved by an administrative authority.

36. Gas piping shall not be used for grounding purposes.

True __________


False __________

37. ________________________ and coated steel tubing can be used on the exterior of a building to connect gas grills and gas lights.

38. Gas water heaters that are not ________________________ shall not be installed in a bathroom or bedroom or in a closet that is only accessible through a bedroom or bathroom unless it is a automatic storage type, approved by a gas official, provided with combustion air and properly vented.
      EXCEPTION: Closets specially designed for such use with proper venting, combustion air and      

      weather-stripped door which has an approved door closing device may be used to install a 

      conventionally vented water heater.

39. Piping can be installed in ________________ceilings and in crawl spaces provided they are not used as HVAC plenums. Note: No valves allowed

40. Piping can be installed in HVAC plenum if it is accessible. Note: No valves allowed

41. Gas pipe installed below ground shall not be closer than __________” from water or sewer piping.

42. Minimum burial depth below ground is ___________________ “

43. All piping not buried at least ______________” below ground shall be sleeved or shielded.

44. Low pressure piping systems shall be tested with ___________ for ___________minutes.

45. High pressure piping systems shall be tested with __________  for ___________ minutes.

46. Piping shall be _____________________ when penetrating fire rated walls and floors.
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