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1) What is ANSI the abbreviation for?

a) American National Standards Institute, Inc.

b) Associated National Safety Institute, Inc.

c) American National Safety and Identification, Inc.

d) American National Standards for Identification, Inc.

e) None of the above

2) List the color designation for the following classes of contents of a piping system.

a) Fire Protection = __________________________________________________

b) Dangerous Material = ______________________________________________

c) Safe Material = ___________________________________________________

d) Protective Material = _______________________________________________

e) Extra Valuable Material = ___________________________________________

3)     Non-potable water is considered a dangerous material.




True __________

False _________

4) What is the low end percentage value of the permissible limit of acceptable reflective   

        nature of paint used for the identification of piping?

a) 15%

b) 19%

c) 25%

d) 50%

5) Gray is 50% between the colors white and black. What is its reflective nature value based on a percentage factor?

a) 55%

b) 50%

c) 25%

d) 75%

6) Stripes are recommended for use in place of text to identify the contents of a product being conveyed through a piping system.

True _________

False _________

7) What is the letter designation for Extra Valuable Material?

a) E

b) V

c) EV

d) EVM

e) None of the above
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8) Potable cold water is a Safe Material and is identified with _____________ coloring.

9) The color yellow is used to signify what class of content a piping system conveys?

a) Fire Protection

b) Safe Material

c) Protective Material

d) Extra Valuable Material

e) None of the above

10) Pipe sizes or pipe covering having an outside diameter less than 3/4 ” shall be identified  using an enamel filled etched metal tag.

True ________


False ________

11) What is the ANSI standard referred to by NC Volume 2 Plumbing code book?

a) A12.1

b) A122.1

c) A133.1

d) A13.1

e) None of the above

NC Volume 2 plumbing code book states that non-potable water piping or pipe covering 

shall be painted or identified with a ____________ yellow color.

13)  Pipe identification shall not be located close to valves, fittings and branch piping.

True ________


False ________

What is the range of letter sizes for text identification on piping.

a) 1/2” to 3-1/2”

b) 1/2” to 4”

c) 3/4” to 3-1/2”

d) 3/4” to 4”

e) None of the above

14) Pipe labeling shall not be located above the 3-o’clock and 9-o’clock range.

True ________


False ________

15) How many classifications are designated to an identification scheme?

a) One 

b) Two

c) Three

d) Four

e) None of the above
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