Residential Plumbing Code Exam

Name:

                           Based On CABO with NC Amendments

   

   Date:

1. Shower curbs are measured vertically from the top of the _________.

2. Shower curb minimum depth is ______”.

3. Shower curb maximum depth is _____”.

4. Shower lining shall extend a minimum  ______” above the curb height, Commercial = ____”

5. Hinged shower doors shall open _____________.

6. Shower pan liners shall not be nailed below a ______ “ area above the finished curb height.

7. Minimum drain size for a lavatory is _________”.

8. Minimum drain size for a toilet is _______”.

9. Minimum drain size for a sink is _______”.

10. Minimum drain size for a laundry tub (sink) is _______”.

11. Minimum drain size for a bathtub is ________”.

12. Minimum drain size for a food disposal is ________”.

13. Minimum discharge hose size for a dishwasher is _______”.

14. Minimum floor drain size is _______”.

15. Shower floors shall slope ______” per foot minimum.

16. Shower floors shall not slope more than _____” per foot.

17. Sleeves through footings and foundations shall be two pipe diameters larger than the piping.




True _______

False _______

18. No piping installed parallel and within ____feet - ____inches from a footing or a below grade load bearing wall shall be deeper than the bottom of the footing.

19. Piping installed parallel and deeper than a footing or a below grade load bearing wall shall 

      be a minimum of 3’-0” from the footing and no greater than a _____ degree angle from the 

      bottom of the footing.

20. Piping installed underground can be laid on solid rock.  True _____    False _____

21. Solid rock shall be removed to a minimum elevation equal to at least ______ pipe diameters of the installed piping size.

22. Backfilling soil shall be free of rock, rubble or concrete debris to a minimum depth of

       _______” above the installed piping.

23. Backfilled soil shall be tamped at _______” intervals.

24. Minimum water service piping from a meter to a house is _______”.

25. Maximum water pressure to a house is ______ PSI.

26. Every dwelling shall have two valves installed to isolate all piping within the dwelling.

True _______

False _______

27. Main isolation valves installed in a crawl space shall be located within ____feet - ____inches    

      of an access door.

28. Main isolation valves may be installed in the interior of a building.  True _____ False ______

29. Main isolation valves may be located in an accessible valve box located within

       ____feet - ____inches from the exterior of the building.

30. Pressure Relief Valves shall be at a set point which operates at pressures ________ PSI 

      above the system operating pressure and ________ PSI maximum.

31. Temperature Relief Valves shall be located in the top _______” of a tank it protects.

32. Maximum temperature rating of a Temperature Relief Valve is _______ degrees Fahrenheit.

33. Pressure Relief Valves are required on all water pressure tanks not protected by a Pressure

      Reducing Valve.



True _______

False _______

34. Water heaters are required by code to have an isolation valve.  A Pressure Relief Valve on a water heater can serve as the water pressure tank’s point of relief provided there is not a valve installed in the piping system from a water heater and water pressure tank

     CAUTION: Two separate codes conflict with each other, water piping to a water heater must have an isolation valve which eliminates water pressure tank system relief possibility if in the water heater valve is in the off position.




         True _______
        False _______

35. Galvanized pipe used for DWV systems shall not be buried.
True _______   False _______

36. Galvanized pipe used for DWV systems shall be a minimum of ________” above ground.

37. Toilets shall not be connected back to back at the same connection height with any other type of fixture.




True ______

False _______

38. Kitchen sinks shall not be connected back to back at the same connection height with any other type of fixture.




True ______

False ______

39. Heel outlet 90-degree fittings can be installed serving a toilet provided they are wet vented.   




True _____ 

False _____

40. Maximum cleanout spacing on 4” pipe size or less is _______ feet.
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