Storm Drain Code Exam

Based on NC Codes

Name: _________________________




Date: _____________

1. Minimum vertical pipe size is _______ ”.

2. Minimum horizontal pipe size is ________ ”.

3. Storm water cannot drain into _________ systems designed for ______________ only.

4. A sub-surface drain (french-drain) system minimum pipe size is _________ ”.

5. A _______________________________ must be installed in a piping system if water from exterior piping can enter through interior piping flooding a building.

6. A sub-surface piping system can drain into an area drain or sump system provided the sump 

or area drain is ________________ to prevent sand or debris from entering a Storm Drain system.

7. Sumps receiving drainage from sub-surface piping do not require a ____________ system.

8. Minimum sump pit diameter is ______ ”.

9. Sump pit floor shall be constructed to permanently _________________ pump.

10. Sump pit cover shall be constructed to meet the surrounding floor possible _____________.

11. Sump pump piping shall meet the same material requirements as other ________________ ____________ piping.

12. A full port ______________________ shall be installed as close as possible to the sump pit.

13. A __________________ shall be installed above the check valve for service of pump and check valve.

14. Sump pump pipe size shall not be smaller than _____________________ size.

15. Interior Storm Drain piping shall be tested with a ____________ head of water to the highest connection point or at least 5 psi of air.

16. Building Storm Drain extends to a  ____ ’ - ____ ” point outside a building which connects to a Building Storm Sewer.

17. A __________________ shall be installed at the transition point of the Building Storm Drain and Building Storm Sewer.

18. Storm Drain piping connecting with an approved design with a DWV system require ____________ to be installed in either the Building Storm Drain or in the individual piping to each drain. 

19. Traps shall be the ____________________ as the piping it serves.

20. All traps shall have an accessible __________________ on the upstream side of the trap.
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21. Storm Drain piping shall not be used for a _____________ system pipe.

22. DWV piping shall not be used for a ___________________ system pipe.

23. An approved Combined Storm Sewer junction between a Storm Drain system and a DWV system shall not be within _______’ - ______ ” downstream from a DWV waste or soil stack.

24. Floor drains designed to be used on a DWV system __________________ be installed in a Storm Drain system.

25. Roof drains shall have ________________.

26. Roof drain strainers shall be a minimum of _______ ” above the roof.

27. Roof drain strainers shall have a square area of ___________ times the drain outlet size.

28. Drains used for flat surface areas used by pedestrians or traffic ____________ require a raised strainer such as described for roof drains.

29. Pedestrian or traffic area drains shall have a strainer that is ______________ the square area of the drain outlet size.

30. Roof drain and piping must be _______________ when passing through a building structure.   

Size all piping shown below where indicated with an arrow. 

The total square feet area being served is 2200.    
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